Tomada de Agua Rapida em latao

= Weathermatic quick coupling valves provide
i convenient manual connection for swivel hose ells
and above-ground impact sprinklers

non-potable water identification cover. Industrial
grade red brass valve body.

« Keys for locking cover are ordered separately

§ l = All quick coupling valves have a thermoplastic locking
cover. Choice of easy to locate yellow cover or purple

* %" Quick Coupler Valves feature two-piece bodies.
1"and 1 %" Quick Coupler Valves have one-piece bodies.

Specify  Inlet Size. CoverColor  Fits Coupler  Coupler Outlet Size
QvrsL W Yellow w/Lock CHT5 %" MIPS x %" FIPS
QV75L-NP Purple NP w/Lock CH75 34" MIPS x /2" FIPS
QviooL 1k Yellow w/Lock CH100 1" MIPS x %" FIPS
QV100L-NP Purple NP w/Lock CH100 1" MIPS x %" FIPS
QvisiL 19" Yellow w/Lock CH151 1% MIPS x 1 4" FIPS
Purple NP w/Lock CH151 1% MIPSx 1 %" FIPS
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Tabela de perdas de carga

STANDARD (pressure loss F’S} METRIC (pressure loss Bor)
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50 17 11,36 012 « Stainless steel handle is included with each coupler

60 26 | 1383 018 * Coupler has industrial grade red brass body
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Tampa de seguranca Joelho Rotativo para Tomada de Agua

Ideal companion to Weathermatic
Fits all QV series valves. CH Series Couplers.
i ¢ CH75 Series ¥ Male Hose Thread
CH100 Series ¥4" Male Hose Thread
7 CH100 Series 1" Male Hose Thread
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SISTEMAS E EQUIPAMENTOS DE REGA




